**PLAN**

(SHOWING UPPER LANTERN SUPPORT BRACKET CASTING ONLY WITH ALL OTHER PARTS DELETED FOR CLARITY)

**NOTES:**

1. ALL EQUIPMENT MUST COMPLY WITH AS2339 "TRAFFIC SIGNAL POST & ATTACHMENTS".
2. MANUFACTURER'S IDENTIFICATION & DATE OF MANUFACTURE SHALL BE MARKED ON THE CASTING CLEARLY, PERMANENTLY AND WEATHER RESISTANT.
3. AN APPROVED ANTI-SEIZE COMPOUND CONTAINING ZINC OXIDE SHALL BE APPLIED TO ALL TAPPED HOLES IN THE CASTING.
4. NUMBERED TERMINALS SHALL BE ISOLATION TERMINALS.
5. FOR CABLE CONNECTIONS REFER BSD DRAWINGS LISTED IN TABLE 1 BELOW.
6. DIMENSIONS IN MILLimetres (UNO).

---

**TABLE 1**

<table>
<thead>
<tr>
<th>CABLE SIZE</th>
<th>DRAWING NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td>19 CORE</td>
<td>BSD-4200</td>
</tr>
<tr>
<td>29 CORE</td>
<td>BSD-4204</td>
</tr>
<tr>
<td>38 CORE</td>
<td>BSD-4209</td>
</tr>
<tr>
<td>51 CORE</td>
<td>BSD-4220</td>
</tr>
</tbody>
</table>

---

**ELEVATION**

---

**MOUNTING BRACKET DETAIL**

---

**BRISBANE CITY COUNCIL STANDARD DRAWING**

TRAFFIC SIGNAL POST TOP ASSEMBLY & LOWER MOUNTING BRACKET

BSD-4101

SHEET 1 OF 2

A3