10mm CHAMFERED EDGE TO TOP OF POST.

BCC 20mm KEY OPERATED TAP FOR MAINTENANCE USE ONLY.
INSTALLATION BY LICENSED PLUMBER.

1250x75x75mm HARDWOOD OR 1250x100x100mm RECYCLED PLASTIC POST.

COPPER PIPE SADDLES.

Ø20mm COPPER TUBING.

PRECAST PIT AND CLASS 'B' LID TO AS 3886.

ISOLATION VALVE ON SUPPLY LINE.

ADJACENT SURFACE TREATMENT AS SPECIFIED.

PACK AUGER HOLE WITH N25 CONCRETE TO TAPER TO 50mm AT GROUND SURFACE. MINIMUM 100mm CONCRETE SURROUNDING POST. ANGLE TOP OF FOOTING AWAY FROM THE BOLLARD.

CONNECTION TO BCC MAINS SUPPLY.

Ø20mm COPPER TUBING.

PRECAST PIT AND ELBOW TO BE LAGGED TO PREVENT CONTACT WITH THE CONCRETE.

MAINTENANCE TAP - SECTION

REFERR TO BSD-10305 FOR ADDITIONAL SPECIFICATION NOTES

BRISBANE CITY COUNCIL STANDARD DRAWING

BSD-10307 TAPS

TAPS

MAINTENANCE

SUPERSEDES: UMS-713

REFERENCE: Superseded Drawing (BSD-10003) Removed from Section Detail

ISSUE: APR '14 APR '14 APR '14 JAN '19 APR '19 APR '19

REFERENCE: Conversion from UMS Series April 2014

BSD-10307 (B) Taps - Maintenance.dwg

SUPERSEDES: UMS-713