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NOTES:
1. KERBSIDE HOUSE NUMBERS ARE TO BE INSTALLED ON THE KERB ON THE APPROACH SIDE IF THE

DRIVEWAY, OR WHERE NO DRIVEWAY EXISTS, AT THE CENTRE OF THE PROPERTY FRONTAGE (AT
THE CENTRE OF THE PROJECTION OF THE LOT BOUNDARIES).

2. KERBSIDE NUMBERING IS ONLY ALLOWED IN LOCATIONS WHERE THERE IS CONTINUOUS CONCRETE
KERB.

3. IN LOCATIONS WHERE THE KERB IS CONSTRUCTED OF STONE OR OTHER BLOCKS, OR IS NOT A
STANDARD KERB PROFILE, APPROVAL TO EMPLOY KERBSIDE NUMBERING MUST BE OBTAINED FROM
COUNCIL.  COUNCIL WILL TAKE INTO ACCOUNT THE AESTHETIC IMPACT OF KERBSIDE NUMBERING ON
THE HERITAGE SIGNIFICANCE OF THE AREA.

4. NUMBERS MUST BE PLACED ON THE VERTICAL, OR NEAREST-TO-VERTICAL FACE OF THE KERB, IN A
POSITION TO INDICATE THE PROPERTY CONCERNED OR THE DRIVEWAY LEADING TO THAT
PROPERTY.

5. NUMBERS ARE TO BE LOCATED ADJACENT TO THE DRIVEWAY ON THE SIDE NEAREST TO THE MIDDLE
OF THE PROPERTY FRONTAGE.

6. WHERE DEMAND FOR ON-STREET PARKING IS HIGH, KERBSIDE NUMBERING MAY BE POSITIONED ON
THE DRIVEWAY APRON OR WING NEAREST TO THE MIDDLE OF THE PROPERTY FRONTAGE SO AS NOT
TO BE OBSCURED BY LAWFULLY PARKED VEHICLES.

7. WHERE THE KERB FACE IS TOO SMALL INSTALL THE MINIMUM HEIGHT NUMBERING, MARKING THE
NUMBER ON THE DRIVEWAY APRON OR WING IS ACCEPTABLE.

8. ALL DIMENSIONS IN MILLIMETRES (U.N.O.).
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THE PURPOSE OF THIS STANDARD DRAWING IS TO PROVIDE TYPICAL DETAILS THAT SUPPORT THE DESIRED
OUTCOMES OF THE BRISBANE CITY PLAN 2014 AND ASSOCIATED PLANNING SCHEME POLICIES.  THE FITNESS FOR
PURPOSE OF THIS STANDARD DRAWING FOR A SPECIFIC PROJECT SHOULD BE ASSESSED AND ACCEPTED BY AN
APPROPRIATELY QUALIFIED DESIGNER AND/OR REGISTERED PROFESSIONAL ENGINEER OF QUEENSLAND (RPEQ).
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