STANDARDS

1. AS1428.4.1:2009, TACTILE GROUND SURFACE INDICATORS FOR THE ORIENTATION OF PEOPLE WITH VISION IMPAIRMENT

2. AS1227.4: METAL FINISHING – PREPARATION AND PRE-TREATMENT OF SURFACES – ABRASIVE BLAST CLEANING OF STEEL


4. GUIDE TO ENGINEERING PRACTICE (P290.10): 1995

5. AUSPEX ROAD RULES: 1996

6. AS4506 – 2005, METAL FINISHING – THERMAL POWDER COATING

7. AS4990 – 2006, HOT DIP GALVANISING

8. AS1553.1:2005, ROAD LIGHTING, PART 1.1: PEDESTRIAN AREA (CATEGORY P)

9. INSTALLATION DESIGN REQUIREMENTS

10. MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD)

Brisbane City Council Standard Drawing

NOTES

1. DRAWINGS TO BE ACCORDANCE TO AS1288.1:2004, CAT OF WEARING, ALL SHARP EDGES & BURRS REMOVED

2. POWDER COATING TO BE ACCORDANCE TO AS4506:2005, EXTERNAL EXPOSURE STANDARD WITH PRE-TREATMENT SAND BLAST AND PHOSPHATE ETCH

3. PART SHOULD BE SUPPLIED CLEAN AND FREE FROM MARKS, BURRS, SCRUFFS, DETOXATION AND TARNISH

4. ENSURE ANTI-SEIZE IS ON ALL NUTS AND BOLTS PRIOR TO ASSEMBLY

5. DRAWING TO AS1100 DRAWING STANDARDS

6. 316 S/STEEL AND 316 S/STEEL FASTENERS TO BE USED THROUGHOUT FOR COASTAL INSTALLATIONS OR ANY ENVIRONMENT WITH HIGH CORROSION

7. ALL TOLERANCES ± 1.6MM UNLESS OTHERWISE SPECIFIED

8. FOOTINGS FOR LIGHT POLE TO BE DESIGNED AND CERTIFIED BY AN ING

MATERIAL

1. MATERIAL: WILD STEEL

2. COLOUR: METROPOLIS STREET RIAL

3. FINISH: GALVAZED AND POWDER COATED