STANDARDS

DESIGNED IN ACCORDANCE WITH AND MANUFACTURED TO MEET THE FOLLOWING STANDARDS:

1. AS1428.4.1:2008, TACTILE GROUND SURFACE INDICATORS FOR THE ORIENTATION OF PEOPLE WITH VISION IMPAIRMENT.
3. AS1290.3.1:2005, ROAD LIGHTING, PART 3.1: PEDESTRIAN AREA (CATEGORY P) LIGHTING - PERFORMANCE AS.

NOTES

1. WELDING TO BE ACCORDANCE TO AS1254.1 (L172), ALL HAZARDS, ALL BURRS AND RIGID RAPID.
2. FORCED COATING TO BE ACCORDANCE TO AS1300:2005 EXTERNAL EXPOSURE STANDARD WITH PRE-PAINTED SANDING, NO ADHESIVE, NO LEAD, NO PHOSPHATE, ETC.
3. PART SHOULD BE SUPPLIED CLEAN AND FREE FROM MARKS, BURRS, SCUFFS, DENTATION, AND DENTATION.
4. ENSURE A-SHIELD IS ON ALL NUTS AND BOLT, AND PRIOR TO ASSEMBLY.
5. DRAWING TO AS1100 DRAWING STANDARDS.
6. 316-L31 AND 316-L31 FABRICATION TO BE USED THROUGHOUT FOR COASTAL INSTALLATIONS OR ANY ENVIRONMENT WITH HIGH CORROSION.
7. ALL TOLERANCES ± 1.5mm UNLESS OTHERWISE SPECIFIED.

MATERIAL

1. MATERIAL: 304 STAINLESS STEEL
2. COLOUR: NATURAL
3. FINISH: NATURAL

Brisbane City Council Standard Drawing

Light Pole Pipe Reducer
Sheet 4 of 6

Design: June 12
Drawn: June 12
Checked: July 15

Brisbane City Council

Structural Design Report and Testing for Issue

Note: 29.08.2007 401/6/12

Sheet 004/006