STANDARDS

1. AS4149.4.1:2009. TACTILE GROUND SURFACE INDICATORS FOR THE ORIENTATION OF PEOPLE WITH VISION IMPAIRMENT.
2. AS1210.4.1:2013. METAL FINISHING - PREPARATION AND PRE-TREATMENT OF SURFACES - ABRASIVE BUST CLEANING OF STEEL.

NOTES

1. WELDING TO BE ACCORDANCE TO AS1554.1 CAT SYD WELDING, ALL SHARP EDGES & BURRS REMOVED.
2. PARTS SHOULD BE SUPPLIED IN CLEAN AND FREE FROM MARKS, BURRS, SCUFFS, GRIFFS, ROST AND WAVE.
3. ENSURE ANTI-SKID PADS ON ALL NUTS AND BOLTS PRIOR TO ASSEMBLY.
4. DRAWING TO AS1100 DRAWING STANDARDS.

MATERIAL

1. MATERIAL: 316 STAINLESS STEEL
2. COLOUR: NATURAL
3. FINISH: GABINET BASTED

STRUCTURAL DESIGN REVIEWED AND CERTIFIED BY:

NAME: ____________________ DATE: __________
SIGNATURE: ____________________

BRISEBANE CITY COUNCIL STANDARD DRAWING

URBAN STOOL CAP

SHEET 4 OF 5

BSD-7204

SCALE 1:1