868.5

825.1

780.4

521.0

459.6

398.1

240.0
0.0,

87.1

/GS UNDERSIDE CSK TYP. x4
43.0

5
5

20

R
R

A
1V

20

11.0

HOLE TAPPED FOR
M8 BOLT

TOP VIEW

R2.5 TYP.
R10.0 TYP. x4

UP 46.58°
UP 46.58°

L

5
3
5

R
R
R

DOWN 20.00°
DOWN 40.00°
DOWN 20.00°

5
5

R
R

UP 38.43
UP 38.43

FULLY ROUND

ARMREST EDGE
WITH AS1428.2:1992

5.0 TYP.

!

541.7
511.3

21.0
65.0

201.3
140.8

2

20.0

90.57 90.5

106.2 109.1

HOLE TAPPED_

HOR M8 BOLT 47.3

13.7
R5.0 TYP. x2

A—~

256.8 181

4.4 20

26.6
278.8
331.7

333.0
350.1
361.8

R5.0
TYP. x2

8.0 THICK

52.0 SPACING TYP. x9

64.8

21.0

60.0

110.4

65.7

FASTENING PLATE FLAT PATTERN

(1:10)

20 FULLY ROUND (R5.0)

ALL ARMREST EDGES.

HOLE TAPPED FOR
M8 BOLT

M8.0 THREADED

K
=+

HOLE TYP. x4_\

— NOT FULL SCALE
FABRICATOR TO REVIEW SCALE BEFORE USING FLAT PATTERN

AL

—R11.0 TYP. x3

275.5
220.0

500.3
200.0

R13.5:|:0.5_/

TYP. x4

138.0

h +1

R6.0 TYP. x4 SECTION

603.5

-

28.7
N

-

gR

6.0 THICK

629.3

500.3

26.0

208.0
165.5
40.0
15.0

v
\d

6.0

A—A

FULLY WELD- j

4mm FILLET

388.7

1
67.0%}

98.0

97.0
SIDE VIEW

67.01]

36.5

8.0 THICK
15.0

8.0 THICK

8.0 THICK

8.0 THICK

°)

\

R15.0 O£A

TYP. x4 \\

334.5

257.9

FASTENING PLATE

ARM REST

5.0) ALL
TO' COMPLY (5

STANDARDS
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2.

PICTORIAL VIEW

STITCH WELD SPINE TO
FASTENING PLATE WITH
4mm WELD

FABRICATION TO MEET THE FOLLOWING
STANDARDS:

COMPLIANT WITH AS1428.2:1992, CLAUSE
27.2 SEATING IN PEDESTRIAN AREAS.
AS1627.4 METAL FINISHING —
PREPARATION AND PRE-TREATMENT OF
SURFACES — ABRASIVE BLAST CLEANING
OF STEEL.

AS2312:2002/AMDT 1:2004, GUIDE TO
PROTECTION OF IRON AND STEEL AGAINST
1E)g('gl'l;:‘-RIOR ATMOSPHERIC CORROSION,
GUIDE TO ENGINEERING PRACTICE,
'PEDESTRIANS’, PART 13, AUSTROADS.
AS2796.3:1999, TIMBER FOR FURNITURE
COMPONENTS.

AS1604.1—-2005, SPECIFICATION FOR
PRESERVATIVE TREATMENT, SAWN AND
ROUND TIMBER.

AS4506 —2005, METAL FINISHING—
THERMOSET POWDER COATINGS.
AS4680:2006, HOT DIP GALVANISING.
POWDERCOATING TO BE IN ACCORDANCE
TO AS4506—2005 EXTERNAL EXPOSURE
STANDARD WITH PRE—TREATMENT SAND
BLAST, ZINC PHOSPHATE, ETC.

WOOD TREATMENT — IN ACCORDANCE
WITH AS1604.1 HAZARD CLASSIFICATION
H3 (EXTERIOR ABOVE GROUND) AND
AS2796.3 (TIMBER FOR FURNITURE
COMPONENTS.)
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SEATS MAY BE ORDERED WITH OR
WITHOUT ARMRESTS. CHECK BCC
ORDER BEFORE FABRICATION.

68.

179.5

256.8

276.5

N—06.0+£0.2 TYP.x2 :

™~—R6.0 TYP.x2
3.

426.2

N7 7

9 DIA. HOLES FOR
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M8 BOLTS (4 No)

WELDING TO BE ACCORDANCE TO
AS1554.1 CAT GP WELDING, ALL SHARP
EDGES & BURRS REMOVED.

PART SHOULD BE SUPPLIED CLEAN AND
FREE FROM MARKS, BURRS, SCUFFS,
DISTORTION AND WARPAGE.

ENSURE ANTI-SEIZE IS ON ALL NUTS AND
BOLTS PRIOR TO ASSEMBLY.

DRAWING TO AS1100 DRAWING STANDARDS.
316 S.S AND 316 S.S FASTENERS TO BE
USED THROUGHOUT FOR_ COASTAL
INSTALLATIONS OR ANY ENVIRONMENT WITH
HIGH CORROSION.

ALL TOLERANCES =+ 1.5mm UNLESS
OTHERWISE SPECIFIED.
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