
TYPICAL LANE LINES AT SHORT MULTI-LANE
SECTION/TURN POCKET

NOTES:
1. TYPICAL SITUATION ONLY SHOWN - REFER TO PROJECT DRAWINGS FOR LANE

WIDTHS, TAPER LENGTHS ETC.
2. REFER BSD-3151 FOR LONGITUDINAL LINE TYPE DETAILS
3. REFER BSD-3152 FOR TRANSVERSE LINE TYPE DETAILS.
4. REFER BSD-3157 FOR PAVEMENT MARKING SYMBOL DETAILS.
5. ALL DIMENSIONS IN METRES (U.N.O.).
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THE PURPOSE OF THIS STANDARD DRAWING IS TO PROVIDE TYPICAL DETAILS THAT SUPPORT THE DESIRED
OUTCOMES OF THE BRISBANE CITY PLAN 2014 AND ASSOCIATED PLANNING SCHEME POLICIES.  THE FITNESS FOR
PURPOSE OF THIS STANDARD DRAWING FOR A SPECIFIC PROJECT SHOULD BE ASSESSED AND ACCEPTED BY AN
APPROPRIATELY QUALIFIED DESIGNER AND/OR REGISTERED PROFESSIONAL ENGINEER OF QUEENSLAND (RPEQ).
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