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* PUSH BUTTON 1000mm TO CENTRE
OF BUTTON FROM GROUND LEVEL
NOT FROM FLANGE.

* PUSH BUTTON 1000mm TO CENTRE
OF BUTTON FROM GROUND LEVEL
NOT FROM FLANGE.

350 PCD

PUSH BUTTON
PEDESTRIAN/CYCLIST POST

TRAFFIC SIGNAL POST
(4.1m)

NOTES:
1. REMOVE ALL BURRS AND SHARP EDGES FROM HOLES THE SURFACE OF THE TUBULAR

SECTION SHALL BE SMOOTH AND FREE FROM DAGS OR SHARP PROJECTIONS.
2. POST TO BE MANUFACTURED IN ACCORDANCE WITH AS2339 AND HOT DIPPED GALVANISED

ITO AS/NZS4680.
3. PUSH BUTTON ASSEMBLIES TO AS2353.
4. MANUFACTURERS IDENTIFICATION AND DATE OF MANUFACTURE SHALL BE LEGIBLY AND

DURABLY MARKED.
5. REFER TO BSD-4121 AND BSD-4151 FOR FOOTING DETAILS.
6. REFER TO QUEENSLAND MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AND

QUEENSLAND DEPARTMENT OF TRANSPORT AND MAIN ROADS DRAWING TC1456 FOR
LABEL DETAILS.

7. DIMENSIONS IN MILLIMETRES (U.N.O.).
PUSH BUTTON ORIENTATION

PEDESTRIAN BUTTON

CYCLIST BUTTON

DIRECTION OF
TRAVEL
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800
NOMINAL FACE OF KERB

TO FACE OF POST

600

G9-Q10 TRAFFIC SIGNAL
ADHESIVE LABEL

TC1456 PEDESTRIAN
ADHESIVE LABEL

SIGNS

BSD-4122POST DETAILS

D

NOT TO SCALE

SEP 2024

R14

BASE PLATE DETAIL SECTION B-B
4 OF 28mm WIDE SLOTS ON 350mm PITCH CIRCLE DIAMETER

16mm THICK MILD STEEL.
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A3

THE PURPOSE OF THIS STANDARD DRAWING IS TO PROVIDE
TYPICAL DETAILS THAT SUPPORT THE DESIRED OUTCOMES

OF THE BRISBANE CITY PLAN 2014 AND ASSOCIATED
PLANNING SCHEME POLICIES.  THE FITNESS FOR PURPOSE

OF THIS STANDARD DRAWING FOR A SPECIFIC PROJECT
SHOULD BE ASSESSED AND ACCEPTED BY AN

APPROPRIATELY QUALIFIED DESIGNER AND/OR REGISTERED
PROFESSIONAL ENGINEER OF QUEENSLAND (RPEQ).

PEDESTRIAN LANTERN SHOULD BE
MOUNTED DIRECTLY ABOVE PUSH BUTTON

PEDESTRIAN COUNTDOWN TIMER

G9-Q10 TRAFFIC SIGNAL ADHESIVE LABEL:
"CROSS WITH CARE"

PUSH BUTTON

AUDIO TACTILE DRIVER ON FOOTPATH SIDE
OF POST

SUGGESTED LOCATION FOR
MARKING (SEE NOTE 4)

114mmOD x 4.5mm THICK MS
TUBE

PROVISION FOR EARTHING BOLT 25 FROM THE TOP OF THE POST.
A COUNTER SUNK EARTH SCREW LOCKING NUT WASHER EARTH
STRAP (ONE FOR LOCKING) SHOULD BE SUITABILITY FASTENED.
(6mm x 20mm C1sk HO.1.).  EARTHING SCREW, NUTS AND
WASHERS TO BE GRADE 316 STAINLESS STEEL COMPLYING WITH
AS2837.

DOMED STEEL CAP

G9-Q10 TRAFFIC SIGNAL ADHESIVE
LABEL: "CROSS WITH CARE" OR TC1456
PEDESTRIAN ADHESIVE LABEL:
"CYCLIST ACTIVATED TRAFFIC SIGNAL"

PUSH BUTTON

114mmOD x4.5mm THICK MS TUBE

SUGGESTED LOCATION FOR MARKING
(SEE NOTE 4)

HOLE IN BASE TO SUIT POST DEBURR
AND REMOVE SHARP EDGES OF HOLE
IN PLATE AND TUBE.

PUSH BUTTONG9-Q10 TRAFFIC SIGNAL ADHESIVE
LABEL: "CROSS WITH CARE"

PUSH BUTTON

TC1456 PEDESTRIAN ADHESIVE LABEL:
"CYCLIST ACTIVATED TRAFFIC SIGNAL"

R3


	Sheets and Views
	BSD-4122


