
SINGLE GATE - SECTION
SCALE: 1:25

DOUBLE GATES - SECTION
SCALE: 1:25

DOUBLE GATE ENCLOSURES - PLAN
SCALE: 1:100

REFER TO BSD-7032 SHEET 1 OF 2 FOR
ASSOCIATED SPECIFICATIONS.
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STANDARD 240L WHEELIE REFUSE BIN WITH
GALVANISED LOCKABLE BIN STAND.

REFER NOTE G15 - SHEET 1
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125 THICK N25 CONCRETE
PAD AT ENTRANCE GATE.

ALLOW A MINIMUM CLEARANCE OF 1500 BETWEEN
EXTENT OF GATE SWINGS TO ALLOW FOR CIRCULATION.

SINGLE GATE - REFER 'SINGLE GATE
SECTION' DETAIL - THIS SHEET.

DOG OFF LEASH FENCE - REFER TO BSD-7007.
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DOG OFF LEASH FENCE - REFER TO BSD-7007.

SINGLE GATE REFER 'SINGLE GATE
SECTION' DETAIL - THIS SHEET.

STANDARD 240L WHEELIE REFUSE BIN WITH
GALVANISED LOCKABLE BIN STAND.
REFER NOTE G15 - SHEET 1

125 THICK N25
CONCRETE PAD AT

ENTRANCE GATE.
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GALVANISED STEEL END CAP.

PROVIDE BRACING ON GATE.

'D' LATCH WITH 150 OPENING IN CHAINWIRE TO
ALLOW OPERATION OF GATE FROM BOTH SIDES.

FOR FENCING AND POSTS, REFER BSD-7007.

GATE HINGES.
125 THICK N25 CONCRETE PAD AT ENTRANCE GATE.
REFER 'GATE ENCLOSURES' PLAN.

PACK AUGER HOLE WITH N25 CONCRETE TO TAPER
TO GROUND SURFACE. MINIMUM 100 CONCRETE
SURROUNDING POST.
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GROUND LATCH PINS TO HAVE A 300 x 300 x 300
N25 STRENGTH AND GRADE  CONCRETE PAD TO
SECURE INTO.
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PROVIDE BRACING ON GATES.

GALVANISED STEEL END CAP.
FOR FENCING AND POSTS, REFER BSD-7007.

LOOP LATCH.
GATE CHAINS.

CONCRETE MAINTENANCE STRIP. REFER
BSD-7007.

PACK AUGER HOLE WITH N25 CONCRETE TO
TAPER TO GROUND SURFACE. MINIMUM 100mm
CONCRETE SURROUNDING POST.

INSIDE GATE OPENING 50 CLEAN SITE TOPSOIL
OVER FOOTING TO ALLOW FOR GRASS COVER.
ENSURE SOIL IS FREE OF ROCKS, STICKS ETC.
ANGLE TOP OF FOOTING AWAY FROM POST.
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THE PURPOSE OF THIS STANDARD DRAWING IS TO PROVIDE
TYPICAL DETAILS THAT SUPPORT THE DESIRED OUTCOMES

OF THE BRISBANE CITY PLAN 2014 AND ASSOCIATED
PLANNING SCHEME POLICIES.  THE FITNESS FOR PURPOSE

OF THIS STANDARD DRAWING FOR A SPECIFIC PROJECT
SHOULD BE ASSESSED AND ACCEPTED BY AN

APPROPRIATELY QUALIFIED DESIGNER AND/OR REGISTERED
PROFESSIONAL ENGINEER OF QUEENSLAND (RPEQ).
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