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SEPARATION LINES (SL)

BARRIER LINES (BL)

LANE LINES (LL)
BROKEN

LEFT AND RIGHT SIDE AND TRAFFIC
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EDGE LINE (EL)

PAINTED ISLANDS & MEDIANS ETC.
(NOT USED FOR ISLAND OUTLINES)

TURN LINE (TL)

PAINTED ISLANDS (OL)

NOTES:
1. THE RATIO OF LINE SEGMENT TO GAP MAYBE INCREASED IN SOME

CIRCUMSTANCES FOR ADDED EMPHASIS IN APPROACH TO TRAFFIC SIGNALS
WHERE QUEUED VEHICLES MAY OBSTRUCT SIGHT OF LANE LINES OR GIVE
BETTER DELINEATION ON HORIZONTAL CURVES OR CRESTS.

2. IN SPECIAL CIRCUMSTANCES SUCH AS OFF CENTRE OPERATION, THE WIDTH OF
UNBROKEN LINES MAY BE INCREASED.

3. MODIFIED CONTINUITY LINE MAY BE USED WHERE THERE IS INSUFFICIENT
SPACE FOR A STANDARD CONTINUITY LINE  (i.e. LESS THAN 3 SECTION OF LINE).

4. ALL LINES TO BE WHITE UNLESS SHOWN OTHERWISE.
5. NSL MAY BE EXTENDED ACROSS DRIVEWAY IF DIRECTED.
6. ALL DIMENSIONS IN MILLIMETRES (U.N.O.).

FULL TIME PARKING RESTRICTIONS

NO STOPPING LINES (NSL)
ALL VEHICLE RESTRICTIONS

PARKING OR BUS BAY.
REFER BSD-3161 FOR

DETAILS.

100mm WIDE
YELLOW

PARKING
CONTROL SIGNKERB LINECHANNEL LIP

TYPICALLY CHANNEL WIDTH.
VARIES - 300 MIN. (450 MAX.)

3m
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NSL TO FOLLOW
GULLY APRON

'KERB IN LINE' GULLY

0.6m 1m 0.6m

150

CONTINUITY LINE (CL)
STANDARD

MODIFIED (NARROW ROADS) (CLM)

REFER NOTE 5
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